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�e On the right side of this 
sample, � sequences were 
stacked up before moving over 
� warp. Where the light color 
was a valley thread, the steps 
are slightly angled. Where the 
light color was a hill thread, 
the steps are more prominent. 
On the left side of the sample, 
the cutting of the corners 
technique (shown below) was 
used, and the resulting steps 
appear smoother. 

�c Cutting off the corners
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When weaving vertically oriented angles or 
curves, the grid structure creates many small 
steps, which can be quite evident depending on 
your materials and sett. This is simply the nature 
of tapestry weaving and a signature feature of 
the medium. In general, the more vertical a line 
becomes, the more stepped it will appear. It is pos-
sible, however, to make a steep angle (created with 
multiple sequences stacked up) appear smoother 
by “cutting off the corners.” This process softens 
the corner of the step that is made when a weft 
steps over 1 warp, making it look less square. To 
make this work, you need to weave the receding 
side of the shape 2 sequences higher than the 
advancing side. You will not be able to weave com-
pletely line by line. Alternatively, you can build up 
one side of the shape �rst (see chapter 13).

The photo above shows angles where 4 sequences 
are stacked up before moving over 1 warp thread. 
On the left side, the cutting-off-the-corners tech-
nique has been used to smooth out the corners 
of each step. This technique was not used on the 
right side.
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